
CREATING TOMORROW'S SOLUTIONS

VINNAPAS® eco EF 1577
Polymer Dispersions

VINNAPAS® eco EF 1577 is a fossil resources saving product. Whenever
this product is bought, up to 100% of the fossil-based raw materials
required for manufacturing this product can be replaced by sustainably
certified renewable feedstock. The replacement is based on the REDcert²
mass balance approach, audited by TÜV Nord. The exact amount of fossil
raw material replaced depends on the selected product version and is
specified in the REDcert² certificate, which can be found on the product
page on the WACKER website.

Technical data

Specification

Property Condition Value Method

Solids content - 55 - 57 % DIN EN ISO 3251

Viscosity, dynamic 23 °C 150 - 1850 mPa·s DIN EN ISO 2555

pH - 3.5 - 5.5 DIN/ISO 976
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General Characteristics

Property Condition Value Method

Density - approx. 1.07 g/cm³ ISO 2811

Minimum film forming 
temperature

- apx. 0 °C DIN ISO 2115

Frost resistance - protect from freezing -

Predominant particle size - approx. 200 nm specific method

Protective colloid / emulsifier 
system

- anionic surfactants -

Appearance of the 
dispersion film

- clear, glossy Visual

Glass transition temperature - approx. 10 °C specific method

These figures are only intended as a guide and should not be used in preparing specifications.

All the information provided is in accordance with the present state of our knowledge. Nonetheless, we disclaim any warranty or liability whatsoever and reserve the right, at any
time, to effect technical alterations. The information provided, as well as the product's fitness for an intended application, should be checked by the buyer in preliminary trials.
Contractual terms and conditions always take precedence. This disclaimer of warranty and liability also applies particularly in foreign countries with respect to third parties' rights.

Compliance

Full compliance info plus certificates can be downloaded from the product website.

  Certificate REDcert² Köln VINNAPAS® eco EF 1577 (english)

QR Code VINNAPAS® eco EF 1577

For technical, quality or product safety questions, please contact:

Wacker Chemie AG, Hanns-Seidel-Platz 4, 81737 Munich, Germany
productinformation@wacker.com, www.wacker.com

The data presented in this medium are in accordance with the present state of our knowledge but do not absolve the user from carefully checking all supplies immediately on
receipt. We reserve the right to alter product constants within the scope of technical progress or new developments. The recommendations made in this medium should be
checked by preliminary trials because of conditions during processing over which we have no control, especially where other companies’ raw materials are also being used. The
information provided by us does not absolve the user from the obligation of investigating the possibility of infringement of third parties’ rights and, if necessary, clarifying the
position. Recommendations for use do not constitute a warranty, either express or implied, of the fitness or suitability of the product for a particular purpose.
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